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The objective of these standards is to promote the consistent and frequent planting of
street trees along streets. The review and approval of street trees, as well as the
administration of these standards, is the responsibility of the Director of the Department
of Planning and Permitting (DPP). When appropriate, the DPP shall consult with the
Department of Parks and Recreation (DPR) , in the administration of these standards.

These standards and procedures shall apply 1o the removal or relocation of existing
street trees, and the planting of new street trees within or along streets. Except for the
DPR and as stated herein, no person shall plant, remove, relocate or replace a required
street tree in the planting strip, designated easement, or required yard without first
obtaining a Street Tree Planting Plan approval from the DPP.

The Director of DPP may modify these standards and procedures whenever such
deviations comply with the purpose of these standards; whenever existing conditions
make it impractical for a particular case to conform fully to these standards; whenever
these standards conflict with other City, State or Federal jaws, ordinances, rules or
regulations; or if the work is by a public agency and in the public interest.

A minimum of one tree shall be required for every 50 feet of street frontage for new
residential projects, and a minimum of one tree shall be required for every 40 feet of
street frontage for commercial and industrial projects. The location of driveways, above
ground roadway fixtures, or below grade utility lines may be required to be adjusted to
achieve a frequent and consistent tree pattern. Exception to this spacing requirement
may be granted for large trees and paims.

Any street tree shall have a minimum 25 galion size root ball and 8-foot clear trunk
height. For trees located within a safe vehicular stopping distance (as defined in the
DTS Traffic Standards Manual) from a stop sign or traffic signal, the tree shall have a
minimum 45 gallon size root ball and 10-foot clear trunk height. The height, spread and
caliper of the tree shall be appropriate to the species. However, in no case shall any
tree be located closer than 30 feet from an intersection, as measured from the

beginning of the corner arc.

in the design of a street tree plan, the applicant shall consider other infrastructure
needs (such as street lights or signals, traffic signs and vehicular sight lines) so as to
not jeopardize public safety. Therefore, street trees shall be set back (in lineai feet)
from other street elements according to the size of the tree as set forth below:

Street Feature Small Trees Medium Trees Large Trees
Street intersection 30 30 : 30
Siorm drainfwater 5 5 _ 5
or sewer line
Utility pole 5 10 10
Fire hydrant 5 5 5
Electrolier (street lights) 5 5 10
Pedestrian Crosswalk 5 5 10
Driveway 5 5 10
Another tree 22 22 60

Tree sizes are: "Small” if up to 25 feet in height, "Medium” if between 26 to 35 feet, and
“Large” if higher than 35 feet.
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Conduits for electrical, communications, and cable television shall be placed under the
sidewalk or under the roadway pavement, but not within the planting strip.

For new rights-of-way {or new developments along existing rights-of-way) with a
pavement width of 36 feet or greater, an additional 5 feet will be required on each side
of the right-of-way to enlarge the planting strip area. This additional width will provide
for wider planting strips that can accommodate larger trees. The developer shall have
the option of dedicating the additional planting strip area to the City in conjunction with
a City road right-of-way, or establishing a landscape easement to preserve the street

trees and planting strip area.

Where it is not feasible to locate a street tree in the planting strip or sidewalk area, then
the Director of DPP may require the street tree to be planted on private property,
provided that such planting is within 10 feet of the public sidewalk or walkway. These
trees shall be maintained entirely by the private property owner or lot owner's

association.

The Director of DPP shall require the design and instaliation of an automatic irrigation
system for the watering of street trees where there are no fot owners fronting the

planting strip.

When proposing street tree planting locations, every effort shall be made to enhance
natural vistas, existing physical beauty, and historic sites.

In areas adjacent to beaches and lowland waterways, the coconut or other suitable
palms shall dominate the street tree pattern with the objective of producing a paim-lined
coast. Secondary plantings shall be of trees that thrive in the littoral area and are

companions to the palm.

These standards and procedures apply to work proposed for existing or new City street
trees within a City right-of-way, or for private street trees within a private right-of-way,
lot, or private easement. Other approvals are required for private plantings and
elements in public rights-of-way, and to excavate existing public rights-of-way to install

trees:

(A) A Surface Encroachment Variance is required for private treés, shrubs,
groundcover or other improvements (such as irrigation) within a public right-of-
way. If a Surface Encroachment Variance is obtained from the DPP, a Street’

Tree Planting Plan shali not be required.

(B) An Excavation (trenching) Permit is required for trenching (i.e. dig, break,
disturb, or undermine) any public highway, street, thoroughfare, alley, sidewalk
or any other similar public place. This permit is required in addition to a Street

Tree Planting Plan approval. "

Where a Surface Encroachment Variance or Excavation Permit is required (in addition
to a Street Tree Planting Plan approval), the applicant shall obtain these permits
subsequent to the Street Tree Plan approval.
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The Official Street Tree List is a list of trees selec
under specific site conditions. Emphasis is
texture, color of leaf or flower, fragrance or
substitution of desirable flora, for resolving planting prob
new plant imports. Trees on this list have been categori
average size of the tree at 25 years
between 26 to 35 feet, and “Large”
growing space. Exception to this tree list may be grante

Official Street Tree List.

species within or along existing roadways.

on ou

old. Tree sizes are:

ted for their appropriateness and beauty when planted
tstanding characteristics in growth habit, leaf or bark
adaptability. This list will be updated periodically to allow for
lems which may arise, and for experimentation with
zed into a small, medium or large based on the
“Small” if up to 25 féet in height, “Medium” if

if higher than 35 feet. Large trees must be planted in areas with ample
d in order to maintain a consistent planting of tree

No. Tree Name Tree Size
Scientific Name Common Name Small Medium Large

1 Andira inermis Cabbage Tree ®
2 Bauhinia binata . Alibangbang (Butterfly) ®

3 Bauhinia blakeana Hong Kong Orchid Tree ®

4 Calophyllum inophylum True Kamani @
5 Callistemon viminalis Drooping Bottlebrush L

6 Cassia javanica X C. fistula Rainbow Shower Tree o
7 Ceratonia siliqua Carob Tree ®

8 Colchlospermum vilifolium Golden Buttercup ®

9 Connocarpus erectus var. Argenteus Silver Buttonwood ®

10 Cordia subcordata True Kou ®

11 Cupaniopsis anacardicides Tuckeroo o

12 Elaeodendron orientale False Olive ®

13 -Erythrina sandwicensis Wiliwiti ®

14 Ficus macrophylla Moreton Bay Fig ®
15 Ficus retusa Chinese Banyan ®
16 Guiacum officinale Lignum Vitae ®

17 Harpullia pendula Tulipwood @

18 Jacaranda acutifolia Jacaranda ()
19 Lagerstromia indica Crepe Myrtle ®

20 Lagerstomia speciosa Giant Crepe Myrtle ®

21 Magnolia grandifiora Southern Magnolia @
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